
Patented COAX® cartridge technology.

High vacuum flow capacity in relation to energy
consumption.

Low weight inline design with push-in fittings.

Quick and easy installation directly on the hose.

Si/Ti cartridge at 87 psi for extra vacuum flow.

Bi cartridge for high performance at low pressure.

Ti/Xi cartridge at 58/72.5 psi when high flow and deep
vacuum is needed.

piINLINE® MICRO

piINLINE® MICRO

Technical data

Description Unit Value

Feed pressure, max. psi 101.5

Material PA, NBR, TPE, SS, CuZn, Al*

Temperature range °F 14-176

*) Only on 4-4 mm.

Technical data, specific

Description Unit Value

Bi4-4 Xi4-4 Si6-6 Bi6-6 Ti6-6 Xi6-6

Noise level, min-max dBA 64-73 70-76 67-73 67-73 74-85 70-76

Weight oz 0.35 0.35 0.35 0.35 0.35 0.35

Connection, vacuum mm 4 4 6 6 6 6

Connection, compressed air mm 4 4 6 6 6 6

Vacuum flow

COAX® 
Cartridge

Feed
pressure*

Air
consumption

Vacuum flow (scfm) at different vacuum levels (-inHg) Max
vacuum

psi scfm 0 3 6 9 12 15 18 21 24 -inHg

Si 87 0.25 0.59 0.44 0.25 0.17 0.15 0.13 0.08 0.04 — 22.2

Ti 87 0.78 0.66 0.57 0.51 0.42 0.32 0.19 0.08 0.02 — 22.2

Bi 26 0.30 0.49 0.32 0.13 0.08 0.07 0.05 0.03 0.01 — 24.5

Ti 58 0.57 0.68 0.59 0.49 0.36 0.21 0.15 0.08 0.04 0.01 24.8

Xi 72.5 0.28 0.51 0.36 0.21 0.13 0.08 0.06 0.04 0.02 0.02 27.2

*Feed pressure tolerance, +/- 1.45 psi

Evacuation time

COAX® Cartridge Feed
pressure*

Air
consumption

Evacuation time (s/cf) to reach different vacuum levels (-inHg) Max
vacuum

psi scfm 3 6 9 12 15 18 21 24 -inHg

Si 87 0.25 11.6 28.6 56.9 93.5 139 195 289 — 22.2



Ti 87 0.78 8.50 19.8 34.0 51.0 73.7 119 239 — 22.2

Bi 26 0.30 14.2 39.7 110 181 283 453 793 1445 24.5

Ti 58 0.57 9.35 20.7 34.0 56.7 87.8 142 235 470 24.8

Xi 72.5 0.28 13.9 34.8 70.3 127 207 320 510 793 27.2

*Feed pressure tolerance, +/- 1.45 psi



Ordering information

Description Part No.

piINLINE® vacuum generator MICRO Bi, 4-4 mm 01.22.880

piINLINE® vacuum generator MICRO Xi, 4-4 mm 01.22.881

piINLINE® vacuum generator MICRO Si, 6-6 mm 01.22.882

piINLINE® vacuum generator MICRO Bi, 6-6 mm 01.22.883

piINLINE® vacuum generator MICRO Ti, 6-6 mm 01.22.022

piINLINE® vacuum generator MICRO Xi, 6-6 mm 01.22.884

Ordering information,
accessories

Description Part No.

Snap-in piINLINE® 5x MICRO mounting bracket 01.23.093
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